





Cleaning before lacquering
An important precondition for
successful lacquering or printing
processes are clean surfaces.

At first, structured surfaces will be
cleaned with

rotating Tornado nozzles TKR..
Subsequently,

Sword Brushes BIP..

will remove the fine dust particles.
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micro-cleaning

Cleaning of bore holes and grooves Cleaning of narrow panels
Particles within bore holes and groves will Cleaner CFO5..

cause numerous errors in the production can clean and transport short panels
flow irrespective of subsequent processes (seen in transport direction) without
(video inspection, stacking, lacquering etc.)any problems. The panels are cleaned

Tornado Channel TKF.. from both sides.
combined with a subsequent

Sword Brushes BIP..

will provide perfectly clean surfaces.
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of cover to show alll
components inside.



WANDRES

micro-cleaning

Wandres GmbH micro-cleaning™

Dorfstr. 12, D-79256 Buchenbach, Germany
Tel. + 49 (0)7661-93 30-0, Fax -93 30-30
sales@wandres.com

www.wandres.com

The Combination
Sword Brush KSB 123..

may easily be integrated into
an existing conveyor system.
It will clean furniture boards

from both sides.

Cleaning of laminates
and parquet before
panel turner

Double-sided cleaning
of furniture boards
with edge cleaning

Wandres Corporation
USA-Ann Arbor, MI 48108

719 W. Ellsworth Rd., Ste. 7
Tel. +1734-2149903, Fax -2149906

sales@wandresusa.com
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